TUBE STEEL DISTRIBUTION

MEMBER WELDED TO TOP

TRACK, IN LIEU OF LIGHT GAUGE

STEEL BOX HEADER,

WITH SHOP-APPLIED R19

FIBERGLASS INSULATION - SIZE

AND ATTACHMENT OF TUBE
STEEL TO BE DETERMINED.

BOTTOM HEADER TRACK -
SIZE/GAUGE TO BE DETERMINED.

CRIPPLE STUD ATTACHED WITH (1)
#10 SDS THRU EACH FLANGE TO
TRACK - SIZE/GAUGE TO BE
DETERMINED.

HEAD TRACK -

SIZE/GAUGE TO BE

DETERMINED.

CLIP ATTACHED TO FULL HEIGHT STUD
AND TO HEADER - CLIP 1" SHORTER THAN
HEADER STUD DEPTH; ATTACHED WITH
#10 SDS. SIZE/GAUGE/SCREW QUANTITY
TO BE DETERMINED.

FULL HEIGHT STUDS
- SIZE/GAUGE/QUANTITY
TO BE DETERMINED

s

1.5x1.5x16ga CLIP - 3" LONG
ATTACHED TO STUD AND HEAD TRACK
WITH (4) #10 SDS THRU EACH LEG OF CLIP.

BUILT UP JAMB WITH FULL HEIGHT
STUDS ATTACHED WITH FILLET
WELDS WITH SHOP APPLIED R19
FIBERGLASS INSULATION

- QUANTITY OF STUDS AND WELD
TO BE DETERMINED.

OPENING WITH TUBE-STEEL

DISTRIBUTION MEMBER

" NOT FOR CONSTRUCTION !!!
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